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SIEMENS BACNET MS/TP

VAV COMPACT CONTROLLER 5/10 NM MED BACNET
MS/TP KOMMUNIKASJON

e GDB181.1E/BA Driftsspenning AC 24 V, 5 Nm
e GLB181.1E/BA Driftsspenning AC 24 V, 10 Nm

BESKRIVELSE

For anlegg med konstant eller variabel luftmendgeregulering:

Tilluft og avtrekksregulering med forholdskontroll 1: 1, eller forholdskontroll for positivt eller negativt trykk.
e AC 24V driftsspenning
Kvasi-statisk sensor 0..300 Pa driftsomrade
5 0g 10 Nm dreiemoment
BACnet MS/TP kommunikasjon, BTL
Luftmengderegulering eller posisjonsregulering
UL
VAV compact controller er ikke tilpasset miljg hvor luften er mettet med klebende eller fete partikler, eller som inneholder agrgessive
substanser.


https://www.trox.no/
https://www.trox.no/
https://www.trox.no/en/products-0aa58a84b0228111
https://www.trox.no/en/products/dampers-vav-d30396cd43e648ac
https://www.trox.no/en/dampers-vav/accessories-vav-b9c3b172c5221bb9
https://www.trox.no/en/accessories-vav/siemens-bacnet-ms-bt-f16e436081e40de2
file:///en
https://www.trox.no/en/contact-209435bb89ad9916
https://www.trox.no/en/side-services/imprint-49bdd2a712436a2d
https://www.trox.no/en/side-services/delivery-and-payment-terms-trox-auranor-as-dd264bab45ce6c51
https://www.trox.no/en/side-services/our-privacy-policy-27ed7e681dcccb9c
https://www.trox.no/en/side-services/disclaimer-f1c1ad1d7bfae8c2

	SIEMENS BACNET MS/TP
	VAV COMPACT CONTROLLER 5 / 10 NM MED BACNET MS/TP KOMMUNIKASJON
	BESKRIVELSE


