
Complete product overview

▶ Roof hoods  ▶▶

JTA-1
Dim. Ø160 - Ø1250 

only exhaust

JTA-2
Dim. Ø200 - Ø1250 

only exhaust

KAI
Up to ca. 23.000 m3/h 
combined exhaust and 

supply 

AKH
Up to ca. 23.000 m3/h 
combined exhaust and 

supply 

ITH
Up to ca. 23.000 m3/h 
combined exhaust and 

supply 

RAT
Dim. Ø315 - Ø1250 

combined exhaust and 
supply 

▶ Grilles and Air transfer ▶▶

VSR
Dim. 600x600 - 2400x2400

Grille ideal for adverse 
weather conditions

RIA
Dim. 400x200 - 

2000x2000
louver

LOV
Dim. 613 and 813

transfer unit with tele-
scopic feed through for 

wall and sound absorbing 
material.

OVA 
Dim. 100x100 - 600x600
transfer and extract air 

unit.

TOG-R 
Dim. Ø125-Ø200

Transfer unit for wall

▶ Air diffusers and plenum boxes ▶▶

TLK-K
Dim. Ø100 - Ø250

Wall diffuser

TLK-L
Dim. Ø100 - Ø250

Wall diffuser

Orion-PTV
Dim. Ø125 - Ø400 

Ceiling system 
600x600

Orion-LØV  
Dim. Ø125 - Ø400 

Ceiling system 
600x600

TLK-V
Dim. Ø100 - Ø250

Wall diffuser

Orion-Opus
Dim. Ø125 - Ø400

Ceiling system 
600x600

Orion-VDW
Dim. Ø125 - Ø400 

Ceiling system 
600x600

LØV-R
Dim. Ø100 - Ø315

Pegasus (VAV)
Dim. Ø125 - Ø250

Wall diffuser

Pegasus Comfort (VAV)
Dim. Ø125 - Ø250

Wall diffuser

Orion-PTV w/Sirius
Dim. Ø125 - Ø250

Orion-Opus w/Sirius
Dim. Ø125 - Ø250

Orion-LØV  
w/Sirius Comfort
Dim. Ø125 - Ø250

Orion-PTV  
w/Sirius Comfort
Dim. Ø125 - Ø250

Tellus-LØV
Dim. Ø100 - Ø315

For open or suspen-
ded ceiling.

TLG-LØV 
Dim. Ø100 - Ø315

For open or suspended 
ceiling.

Orion-Opus  
w/Sirius Comfort
Dim. Ø125 - Ø250

Tellus-LØV-VAV
Dim. Ø125 - Ø250

For open or suspended 
ceiling.

TUB 1/4
Dim. Ø160 - Ø250 

Length: 2, 4, and 6 m

Tellus-Opus-VAV
Dim. Ø125 - Ø250

For open or suspended 
ceiling.

Tellus-Opus
Dim. Ø125 - Ø315

For open or suspended 
ceiling.

TUB-VAV
Dim. Ø160 - Ø250 

Length: 2, 4, and 6 m

RFD
Dim. Ø125 - Ø400 

For open or suspen-
ded ceiling.

DUK
Dim. Ø100 - Ø400

Jet nozzle

TLH
Dim. Ø100 - Ø160

Wall diffuser

DKW
Dim. Ø160 - Ø500
Perforated duct  

diffuser.

Orion-LØV w/Sirius
Dim. Ø125 - Ø250

Tellus-H-D-Opus
Dim. Ø200 - Ø315

For open or suspended 
ceiling.

TIR
Dim. Ø315 - Ø800

Industrial diffuser

TIH
Dim. Ø315 - Ø500 
Industrial diffuser

FBA 
Dim. Ø150 og Ø200

Floor diffuser

Luna
Plenum box 

Dim. Ø100 - Ø315

TLG-G 
Dim. Ø100 - Ø315 

For open or suspended 
ceiling.

TUB 1/2
Dim. Ø160 - Ø250 

Length: 2, 4, and 6 m

Opus 4D/4DD
For spiro duct

Opus 5D/5DD
For rectangular duct

Pureline 18
1 or 2 air slots

Pureline 35
1, 2, 3 or 4 air slots

▶ Apartment ventilation  ▶▶

S

AFV-S-T50
Dim. Ø100-Ø125

AFV-S-T51
Dim. Ø100-Ø125

AFV-S-T54
Dim. Ø100-Ø125

AFV-S-T53
Dim. Ø100-Ø125

AFV-S-T55
Dim. Ø100-Ø125

AFV-R-T10
Dim. Ø100-Ø125

AFV-R-T11
Dim. Ø100-Ø125

AFV-R-T12
Dim. Ø100-Ø125

AFV-R-T13
Dim. Ø100-Ø125

AFV-R-T18
Dim. Ø100-Ø125

AFV-S-T58
Dim. Ø100-Ø125

For ceiling

AFV-R-T19
Dim. Ø100-Ø125

AFV-S-T59
Dim. Ø100-Ø125

For ceiling

AFK-R-F1-100
Dim. Ø100-Ø125

AFK-R-100-100
Dim. Ø100-Ø125

AF-FB-B-V3
Dim. Ø100-Ø125

Fastening bracketsAuraFlex flex duct Duct joint Damper disc

Siv-inn Aula 
Dim. Ø100-Ø125 

For auditoriums ect. 

Siv-inn Aula
Dim. 400, 500 and 600
For auditoriums ect.

Siv-inn 1 - 1/2
Dim. Ø100 - Ø400

Siv-inn 2000  
Dim. Ø125 - Ø250 

W/silencer

Siv-inn Aula 2000
Continuous front

For auditoriums ect.

Siv-inn 2 rund
Dim. Ø315 - Ø800 

Siv-inn 2 - 1/4
Dim. Ø315 - Ø800

Siv-inn 2 rectangular
Dim. Ø200 - Ø400 

Siv-inn 1 - 1/4
Dim. Ø100 - Ø400

Siv-inn T/V 
Ceiling/Wall

Siv-inn PP 
Produced on  
measurement 
w/flush flange 

Siv-inn 2 - 1/2
Dim. Ø315 - Ø800

Siv-inn Inlaid
With duct, box and 

front grille. 

Siv-inn PK 
Produced on  
measurement

w/bracket flange

▶ Displacement flow diffusers  ▶▶

ILP / ILS 
Dim. Ø100-Ø1250 

▶ Joint systems and doors ▶▶

KSA / SSA
Joint system

BS
Up to 2000 Pa 

 

ST 
Up to 1000 Pa 

▶ Chilled beams ▶▶

Hydra (passive CB)
Length: 1800 og 2400 mm 

DID-614
Length: 600 og 1200 mm

Ceiling integrated

Svalbard-H
Length: 1200-3000 mm
Open installation, corner

Svalbard-F
Length: 1200-3000 mm

Open installation

Svalbard-I
Length: 1200-3000 mm

Ceiling integrated

Svalbard-I Comfort (VAV)
Length: 1200-2400 mm

Ceiling integrated

DID-E2
Length: 1000, 1125 and 
1250 mm, for bulkhead 

application such as hospitals 
and hotel rooms.

▶ Control systems ▶▶

X-Sense (sensor)X-AIRCONTROL  
Room control

CO2 Temp-controller 
w/display

CO2 Temp-controller

Motion detectorCR24 Temp- 
controller 

TX-VCH 
Pressure controller

▶ Filter units ▶▶

▶ Extract air diffusers ▶▶

USI
Dim. Ø200 - Ø500

USI w/silencer
Dim. Ø200 - Ø500

DSO
Dim. Ø100-Ø200

Mesh grill
Dim. Ø100 - Ø1000

Mesh grill  
w/flange

Dim. Ø100 - Ø630

LØV-A
Dim. Ø125 - Ø315

Orion-ATV
Dim. Ø160-Ø400 
Ceiling system 

600x600

UPK
Dim. 200x100 - 

800x600

UPK-H
For T-profile ceiling 

system 600x600

S

▶ Fire protection ▶▶

FKRS-EU
Dim. Ø100 - Ø315

FKR-EU
Dim. Ø315 - Ø800

FKA-EU
Dim. 200x200 - 1500x800

AURASAFE mini
Control system, monitoring  

up to 100 fire dampers

AURASAFE 
Fire protection system

Control system, monitoring  
up to 4000 fire dampers 

▶ Dampers, VAV and CAV ▶▶

DRS-T 
Dim. Ø100 - Ø630

low leakage shut off 
damper

DRS  
Dim. Ø100 - Ø630

Damper

DRS-TM  
Dim. Ø100 - Ø630

low leakage shut off 
damper-motorised.

Iris  
Dim. Ø100 - Ø800

Damper

RN
Dim. Ø100 - Ø400

CAV damper

VFC  
Dim. Ø80 - Ø250

CAV damper

VFL
Dim. Ø80 - Ø400

CAV damper

TSK-4
Dim. 400x200 - 

2000x2000 low leakage 
shut off damper

EN
Dim. 200x100 - 

600x600 CAV damper

THS - Rectangular 
Dim. 400x200 - 2000x2000

Pressure control damper

THS - Circular  
Dim. Ø100 - Ø630 

Pressure control damper

LVC  
Dim. Ø125 - Ø250

VAV

Leo
Dim. Ø100 - Ø630 

VAV

Leo-D
Dim. Ø100 - Ø630 

VAV w/sound clading

SRC
VAV Single Room 

Control

TVJ/TVT
Dim. 200x100 - 

1000x1000 
VAV 

TVE  
Dim. Ø100 - Ø400 

VAV-NEW!

▶ Sound attenuators ▶▶

LKR
Dim. Ø80 - Ø1250 

Length: 300-1500 mm

LEV  
Dim. Ø100 - Ø630 

Length: 500, 1000 mm

LKR-V
Dim. Ø80 - Ø1250 

Length: 300-1500 mm

LKL
Dim. 400x150 - 1000x400 

LKK
Produced on measurement 

LKK-V
Produced on measurement 

 TFW 
Wall type

TFM
Dim. 600x600, 600x900  

and 900x1200 

TFC  
Dim. Ø160 - Ø315

TFP KSF

Svalbard-F Comfort (VAV)
Length: 1200-2400 mm

Open installation

SPV 
Dim. Ø250 - Ø500 

Ceiling heights up to 
16m.

FKV
Dim. Ø100 - Ø630 
Ceiling heights, 

2,7m - 6m.

TDT
Dim. Ø200 - Ø500

Telescopic jet nozzle

TROX Auranor Norge AS
www.trox.no

TVLK - Labcontrol
Dim. Ø250 

VAV

BE-LCD Control panel 
for labcontrol

TVR-Ex 
Explosion proof 

damper

RN-Ex
Dim. Ø80 - Ø400

Explosion proof damper

VPD-V3-TA
Dim. Ø125 - Ø315

Ceiling system 
600x600

VPD-V1
Dim. Ø125 - Ø315

HAV
Dim. Ø160-Ø400  
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