
SF230/24A
Spring-return actuator SF230/24A

20 Nm, < 75 s, 95°
AC 230 V
AC/DC 24 V, Open/close
IP 54, Manual override with integrated position stop
Running time spring < 20 s
Connection PVC cable 1m
Spindle driver universal spindle clamp
Direction of rotation reversible (right/left)
Angle of rotation limit. mech. adjustable
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Hemsida Produkter Spjäll och VAV Tillbehör spjäll SF230/24A

https://www.belimo.com/mam/europe/technical-documentation/data_sheets/S2/SF230A_datasheet_en-gb.pdf
https://www.belimo.com/mam/europe/technical-documentation/data_sheets/S2/SF24A_datasheet_en-gb.pdf
https://www.trox.no/
https://www.trox.no/
https://www.trox.no/se/produkter-313e863b9846aa23
https://www.trox.no/se/produkter/spjaell-och-vav-7de7fe24685c0542
https://www.trox.no/se/spjaell-och-vav/tillbehoer-spjaell-134b6ea1a844ac9d
https://www.trox.no/se/tillbehoer-spjaell/sf230-24a-eb8891f10ba05296
file:///se
https://www.trox.no/se/kontakt-6635c0c7124b1ce6
https://www.trox.no/se/imprint-4dc0dba9ffc0de44
https://www.trox.no/se/side-services/leverans--och%25C2%25A0betalningsvillkor%25C2%25A0trox-as-6a08df173c409042
https://www.trox.no/se/our-privacy-policy-7a52c09dba061a4f
https://www.trox.no/se/disclaimer-d1951b0db7e4e281
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